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Flexon GmbH
Germany
Essener Straße 23
57234 Wilnsdorf

Tel.: +49 2739 86-0
Fax: +49 2739 86-22

Flexon USA LLC
North and South America
Indianapolis
3902 Hanna Circle, Suite F
Indianapolis, IN 56241
Tel.: +1 317 821-3539
Fax: +1 317 821-3569

Flexon GmbH, Germany
Landmaschinenketten, Agricultural chains
Service-Center
Schützenweg 5
36205 Sontra
Tel.: +49 5653 9778-0
Fax: +49 5653 9778-26

Flexon International
The Netherlands
Slotlaan 5
NL-1871 BC Schoorl

Tel.: +31 7250 949-81
Fax: +31 7250 949-97

Flexon France
10 Rue du Luxembourg
69330 Meyzieu

Tel.: +33 4 374515-70
Fax: +33 4 374515-71

www.flexon.de  |  info@flexon.de

iwisflexon Ltd., UK
United Kingdom
Unit 8C Bloomfield Park
Bloomfield Road, Tipton
West Midlands DY4 9AP U.K.
Tel.: +44 12 15213600
Fax: +44 12 15200822

iwisflexon Divisione Italia
Via Fornace,13
35036 MONTEGROTTO 
TERME (PD)

Tel. +39 049-8911110
Fax +39 049-8914761
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Förderketten (M-Serie) nach DIN 8167

Conveyor chains (M series) acc. to DIN 8167

Flexon 

ISO 
Ref.

Teilung 

Pitch

Rollen 
Ø 

Roller 
diameter 

Buchsen 
Ø 

Bush 
diameter 

P d1 
max

d7 
max

d5 
max

d4 
max

mm mm mm mm mm

M20 *40,0 50,0 63,0 80,0 100,0 125,0 160,0 25,0 12,50 32,00 9,0

M28 *50,0 63,0 80,0 100,0 125,0 160,0 200,0 30,0 15,00 36,00 10,0

M40 63,0 80,0 100,0 125,0 160,0 200,0 250,0 36,0 18,00 42,00 12,5

M56 *63,0 80,0 100,0 125,0 160,0 200,0 250,0 42,0 21,00 50,00 15,0

M80 80,0 100,0 125,0 160,0 200,0 250,0 315,0 50,0 25,00 60,00 18,0

M112 *80,0 100,0 125,0 160,0 200,0 250,0 315,0 400,0 60,0 30,00 70,00 21,0

M160 *100,0 125,0 160,0 200,0 250,0 315,0 400,0 500,0 70,0 36,00 85,00 25,0

M224 *125,0 160,0 200,0 250,0 315,0 400,0 500,0 630,0 85,0 42,00 100,00 30,0

M315 *160,0 200,0 250,0 315,0 400,0 500,0 630,0 100,0 50,00 120,00 36,0

M450 200,0 250,0 315,0 400,0 500,0 630,0 800,0 120,0 60,00 140,00 42,0

Flexon 
ISO 
Ref.

Lichte 
Weite 

Width 
between 

inner plates

Bolzen 
Ø 

Pin 
diameter 

Bolzen- 
länge 

Pin 
length 

Laschen- 
höhe 

Plate 
depth

Laschen- 
dicke 

Plate 
thick- 
ness

min. 
Bruchkraft 

Ultimate 
tensile 

strength

Durchschn. 
Bruchlast 

Average 
tensile 

strength

b1
min

d2
max

L
max

h2
max

T
max

Q
min

Q0

mm mm mm mm mm kN/LB kN

M20 16,0 6,0 35,0 19,0 2,5 20,0/4545 25,0

M28 18,0 7,0 40,0 21,0 3,0 28,0/6364 35,0

M40 20,0 8,5 45,0 26,0 3,5 40,0/9091 50,0

M56 24,0 10,0 52,0 31,0 4,0 56,0/12727 70,0

M80 28,0 12,0 62,0 36,0 5,0 80,0/18182 100,0

M112 32,0 15,0 73,0 41,0 6,0 112,0/25454 140,0

M160 37,0 18,0 85,0 51,0 7,0 160,0/36364 200,0

M224 43,0 21,0 98,0 62,0 8,0 224,0/50909 280,0

M315 48,0 25,0 112,0 72,0 10,0 315,0/71591 393,7

M450 56,0 30,0 135,0 82,0 12,0 450,0/102272 562,5
* Ausführung als Buchsenkette oder mit Schonrolle
  Type as bush chain or with small rollers

Fö
rd

er
ke

tt
en

Telefon/Phone: +49 2739 86-0



H
oc

hl
ei

st
un

gs
-

ro
lle

nk
et

te
n

9

Förderketten (M-Serie) nach DIN 8167

Conveyor chains (M series) acc. to DIN 8167

Flexon 
ISO
Ref.

P L G d4 F W h4

mm mm mm mm mm mm mm

M20 40,0 - 14,0 6,6 27,0 40,0 16,0

50,0 - 14,0

63,0 20,0 35,0

80,0 35,0 50,0

M28 50,0 - 20,0 9,0 32,0 47,0 20,0

63,0 - 20,0

80,0 25,0 45,0

100,0 40,0 60,0

M40 63,0 31,0 9,0 35,0 50,0 25,0

80,0 20,0 45,0

100,0 40,0 60,0

125,0 65,0 85,0

M56 63,0 - 22,0 11,0 44,0 61,0 30,0

80,0 - 30,0

100,0 25,0 50,0

125,0 50,0 75,0

160,0 85,0 110,0

M80 80,0 - 30,0 11,0 48,0 65,0 35,0

100,0 25,0 50,0

125,0 50,0 75,0

160,0 85,0 110,0

200,0 125,0 150,0
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Förderketten (M-Serie) nach DIN 8167

Conveyor chains (M series) acc. to Din 8167

Flexon 
ISO 
Ref.

P L G d4 F W h4

mm mm mm mm mm mm mm

M112 80,0 - 28,0 14,0 55,0 80,0 40,0

100,0 - 40,0

125,0 35,0 65,0

160,0 65,0 95,0

200,0 100,0 130,0

M160 100,0 - 30,0 14,0 62,0 85,0 45,0

125,0 25,0 50,0

160,0 50,0 80,0

200,0 85,0 115,0

250,0 145,0 175,0

M224 125,0 - 35,0 18,0 70,0 100,0 55,0

160,0 - 60,0

200,0 65,0 100,0

250,0 125,0 160,0

315,0 190,0 230,0

M315 160,0 - 35,0 18,0 80,0 115,0 65,0

200,0 50,0 85,0

250,0 100,0 140,0

315,0 155,0 190,0

400,0 155,0 205,0
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