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Flexon Gmbh
Germany
Essener Straße 23
57234 Wilnsdorf

Tel.: +49 2739 86-0
Fax: +49 2739 86-22

Flexon Usa llc
North and South America
Indianapolis
3902 Hanna Circle, Suite F
Indianapolis, IN 56241
Tel.: +1 317 821-3539
Fax: +1 317 821-3569

Flexon Gmbh, Germany
Landmaschinenketten, Agricultural chains
Service-Center
Schützenweg 5
36205 Sontra
Tel.: +49 5653 9778-0
Fax: +49 5653 9778-26

Flexon international
The Netherlands
Slotlaan 5
NL-1871 BC Schoorl

Tel.: +31 7250 949-81
Fax: +31 7250 949-97

Flexon France
10 Rue du Luxembourg
69330 Meyzieu

Tel.: +33 4 374515-70
Fax: +33 4 374515-71

www.flexon.de  |  info@flexon.de

iwisflexon ltd., Uk
United Kingdom
Unit 8C Bloomfield Park
Bloomfield Road, Tipton
West Midlands DY4 9AP U.K.
Tel.: +44 12 15213600
Fax: +44 12 15200822

iwisflexon Divisione italia
Via Fornace,13
35036 MONTEGROTTO 
TERME (PD)

Tel. +39 049-8911110
Fax +39 049-8914761
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24 Telefon/Phone: +49 2739 86-0

Hohlbolzen Buchsenketten

Hollow pin bushing chains

Flexon 

Chain 
No.

Teilung

Pitch

Buchsen
Ø 

Bush 
diameter 

Lichte 
Weite 

Wdth 
between 

inner plates

Bolzen
Ø

Pin 
diameter

Bolzen- 
länge 

Pin 
length

Höhe 
Innen- 
lasche 
Inner 
plate 
depth

Laschen- 
dicke

Plate 
thick- 
ness

min.
Bruchkraft

Ultimate 
tensile 

strength

Durchschn. 
Bruchlast 

Average 
tensile 

strength

Gewicht 
per 

meter 
Weight 

per 
meter

P d1
max

b1
min

d2
max

d3
min

L
max

Lc
max

h2
max

t/T 
max

Q 
min

Qo q

mm mm mm mm mm mm mm mm mm kN/LB kN kg/m

08BHPF 12,700 8,51 7,75 6,55 4,50 16,4 17,6 11,80 1,6/1,3 11,1/2523 12,1 0,56

08BHPF5 12,700 8,51 7,75 6,30 4,50 16,8 18,0 12,00 1,60 9,6/2182 10,6 0,62

10BHPF3 15,875 10,16 9,65 7,02 5,13 19,5 20,5 14,70 1,70 10,0/2272 11,5 0,86

10BHPF4 15,875 10,16 9,50 7,20 5,00 19,8 21,3 14,00 2,03/1,6 12,5/2840 14,0 0,82

12BHPF2 19,050 12,07 11,68 8,09 6,00 22,7 23,9 16,10 1,85 14,0/3180 16,0 0,82

12BHPF3 19,050 12,07 11,70 8,22 5,75 23,6 24,9 16,20 2,42/1,85 16,0/3636 18,0 1,14

40H1P 12,700 7,95 7,85 5,63 4,00 16,5 17,6 12,00 1,50 11,0/2500 12,2 0,54

50H1P 15,875 10,16 9,40 7,03 5,13 20,7 21,9 15,09 2,03 20,0/4545 22,6 0,91

60HP 19,050 11,91 12,70 8,31 6,00 25,8 26,8 18,00 2,42 24,0/5455 26,9 1,29

6OHPF1 19,050 11,91 12,70 8,31 5,01 25,5 26,8 18,00 2,42 28,0/6364 30,9 1,37

80HP 25,400 15,88 15,75 11,40 8,05 32,5 33,8 24,00 3,25 50,0/11364 52,0 2,26

80HPF2 25,400 15,88 15,75 11,40 8,40 32,5 33,8 24,00 3,25 45,0/10227 48,0 2,23
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27Telefon/Phone: +49 2739 86-0

Hohlbolzen Rollenketten

Hollow pin Roller chains

Flexon

Chain 
No.

Teilung 

Pitch

Rollen 
Ø 

Roller 
diameter

Lichte 
Weite 

Width 
between 

inner plates

Bolzen
Ø

Pin 
diameter

Bolzen- 
länge 

Pin 
length

Höhe 
Innen- 
lasche 
Inner 
plate 
depth

Laschen- 
dicke 

Plate 
thick- 
ness

min. 
Bruchkraft 

Ultimate 
tensile 

strength

Durchschn. 
Bruchlast 

Average 
tensile 

strength

Gewicht
per 

Meter
Weight 

per 
meter

Type

P d1
max

b1
min

d2 
max

d3 
min

L 
max

Lc 
max

h2
max

t/T
max

Q 
min

Qo q

mm mm mm mm mm mm mm mm mm kN/LB kN kg/m

10BHB 15,875 10,16 9,65 5,94 4,04 19,3 20,6 14,70 1,70 17,00/3864 20,8 0,86 A

12BHP 19,050 12,07 11,68 6,50 4,00 21,6 22,8 15,90 1,85 23,60/5364 25,9 1,09 A

60HB 19,050 11,91 12,70 7,00 5,01 25,5 26,6 18,00 2,42 20,00/4545 22,4 1,35 A

16BHBF1 25,400 15,88 12,70 9,53 7,05 30,8 32,2 23,00 4,15/3,1 40,00/9091 45,0 2,28 A

HB25.4 25,400 20,00 8,00 8,00 5,20 19,5 20,5 17,00 2,03 25,00/5680 28,0 1,30 A

HP35 35,000 20,00 16,00 13,35 10,20 30,4 31,6 26,30 2,50 23,52/5345 26,4 2,02 A

HP41.75F1 41,750 17,10 20,20 11,11 8,20 35,7 39,0 21,65 3,10 26,50/6022 29,2 1,60 A

HP41.75F2 41,750 17,10 20,20 11,11 8,20 35,7 41,0 25,26 3,10 49,00/11136 54,8 2,04 A

HP41.75F3 41,750 17,00 20,50 11,00 8,30 36,0 39,5 21,40 3,00 27,00/6136 28,0 1,62 A

HP50F2 50,000 31,00 15,00 13,20 10,20 36,5 38,0 25,00 4,00 40,00/9091 43,2 3,40 B

HB38.1 38,100 20,00 8,00 8,00 5,30 19,6 20,7 17,30 2,03 28,00/5682 28,8 0,98 B

HB38.1 F1 38,100 20,00 18,00 10,50 5,10 39,0 40,3 22,00 4,00 60,00/13636 64,3 2,59 B

HB50.8 50,800 30,00 10,50 11,40 8,20 27,4 28,6 26,00 3,10 50,00/11364 53,6 2,56 B

HB50 50,000 30,00 10,50 11,40 8,20 27,4 28,6 26,00 3,10 50,00/11364 53,6 2,23 B

HB63 63,000 30,00 10,00 11,40 8,10 26,7 28,1 26,50 3,10 50,00/11364 53,6 2,07 B

HB63F1 63,000 40,00 10,00 11,40 8,10 26,7 28,1 26,50 3,10 50,00/11364 53,6 2,27 B

HB63F2 63,000 40,00 20,00 11,40 8,10 36,7 38,1 26,50 3,10 50,00/11364 53,6 3,20 B

HB63F3 63,000 40,00 15,00 11,40 8,20 35,6 37,0 26,50 4,00 35,00/7955 38,5 3,90 B

HB100 100,000 30,00 10,50 11,40 8,20 27,4 28,6 26,00 3,10 50,00/11364 53,6 1,56 B
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Siehe auch rostfreie Hohlbolzenrollenketten im Kapitel Rollenketten aus rostfreiem Stahl
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Hollow pin Double Pitch Roller chains

Flexon 

Chain 
No.

Teilung 

Pitch

Rollen 
Ø 

Roller 
diameter

Lichte 
Weite 

Width 
between 

inner plate

Bolzen
Ø

Pin 
diameter

Bolzen- 
länge 

Pin 
length

Höhe 
Innen- 
lasche 
Inner 
plate 
depth

Laschen- 
dicke 

Plate 
thick- 
ness

min. 
Bruchkraft 

Ultimate 
tensile 

strength

Durchschn. 
Bruchlast 

Average 
tensile 

strength

Gewicht 
per meter 

Weight 
per 

meter

P d1
max

b1
min

d2 
max

d3 
min

L 
max

Lc 
max

h2
max

t/T
max

Q
min

Q0 q

mm mm mm mm mm mm mm mm mm kN/LB kN kg/m

C2042HP 25,40 15,88 7,85 5,63 4,00 16,5 17,6 12,0 1,50 11,0/2500 12,6 0,78

C2052HP 31,75 19,05 9,53 7,22 5,12 20,5 21,8 15,0 2,03 20,4/4636 22,8 1,25

C2062HP 38,10 22,23 12,70 8,31 6,00 25,8 26,8 17,0 2,42 24,0/5455 27,1 1,72

C2082HP 50,80 28,58 15,75 11,40 8,05 32,4 33,8 24,0 3,25 50,0/11364 52,0 2,82

C2052HPF1 31,75 19,05 9,40 7,03 5,12 20,0 21,5 15,3 1,85 15,0/3409 17,3 1,21

C2052HPF3 31,75 19,05 9,53 7,02 5,13 20,1 21,6 15,1 2,03 19,6/4455 21,6 1,20

C2042H-HP 25,40 15,88 7,85 5,63 4,00 18,8 19,9 12,0 2,03 11,0/2500 13,2 0,95

C2052H-HP 31,75 19,05 9,53 7,22 5,12 22,1 23,4 15,0 2,42 20,4/4545 23,5 1,44

C2062H-HP 38,10 22,23 12,70 8,31 6,00 29,2 30,2 17,0 3,25 24,0/5455 27,6 1,99

C2082H-HP 50,80 28,58 15,75 11,40 8,05 35,7 37,0 24,0 4,00 50,0/11364 56,5 3,34

HP40 40,00 22,00 8,75 9,00 6,00 23,0 24,2 18,0 2,50 27,0/4545 28,0 1,49

HP50 50,00 31,00 14,50 13,20 10,40 31,1 32,5 25,0 3,10 30,0/6818 34,2 3,29

HP5OF4 50,00 31,00 15,00 13,20 10,20 36,5 38,0 25,0 4,00 40,0/9091 44,8 3,73

63HPF1 63,00 40,00 15,00 16,00 12,10 35,0 36,2 28,5 4,00 50,0/11364 56,7 4,20

DH4202HP 50,80 31,80 15,00 14,00 10,10 36,3 39,0 26,0 3,80 42,0/9545 51,6 3,75

DH4203HP 76,20 31,80 15,00 14,00 10,10 36,3 39,0 26,0 3,80 42,0/9545 47,1 3,01

DH42035HP 88,90 31,80 15,00 14,00 10,10 36,3 39,0 26,0 3,80 42,0/9545 51,1 2,79

DH4204HP 101,60 31,80 15,00 14,00 10,10 36,3 39,0 26,0 3,80 42,0/9545 51,6 2,63

DH8403HP 76,20 47,60 19,00 19,05 13,60 43,8 46,3 39,0 5,1/3,8 84,3/19159 130,3 6,81

DH8404HP 101,60 47,60 19,00 19,05 13,60 43,8 46,3 39,0 5,1/3,8 84,3/19159 130,3 5,78

DH8406HP 152,40 47,60 19,00 19,05 13,60 43,8 46,3 39,0 5,1/3,8 84,0/19091 130,3 5,18

HB38.1 F2 38,10 25,40 12,70 9,50 6,60 26,6 28,0 19,1 2,30 20,0/4545 22,4 2,07

HB50.8F3 50,80 30,00 16,00 14,00 9,00 36,4 37,5 25,5 3,10 42,0/9545 47,0 3,20

HB75 75,00 40,00 22,00 18,00 12,20 42,0 44,0 35,0 4,00 60,0/13636 72,0 5,57

HB76.2 76,20 31,75 15,50 12,70 9,50 35,5 37,0 26,0 4,00 42,0/9545 49,2 3,25

HB76.2F2 76,20 47,60 20,00 24,00 18,50 44,5 46,1 40,0 5,0/4,0 79,0/17953 92,5 6,77

HB80 80,00 50,00 20,00 24,00 18,50 44,5 46,1 40,0 5,0/4,0 79,0/17953 92,5 6,81

HP100 100,00 45,00 22,00 16,00 12,00 46,0 47,5 35,0 5,00 75,0/17044 90,0 6,20

HP100F1 100,00 45,00 22,00 18,00 12,00 47,2 48,5 35,0 5,00 75,0/17044 90,0 6,15

HP101.6F1 101,60 47,60 19,00 19,00 13,20 46,2 48,0 40,0 5,0/4,0 53,0/12045 58,2 6,09

HP101.6F2 101,60 66,70 25,40 26,90 20,10 59,2 60,7 51,0 7,1/5,1 150,0/34088 160,0 14,23

HP152 152,40 66,70 25,40 26,90 19,56 57,2 59,5 50,8 7,1/5,1 94,0/21362 107,8 9,9

HP152.4F1 152,40 47,60 19,00 19,00 13,20 46,2 48,0 40,0 5,0/4,0 54,0/12270 59,5 5,0
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Hohlbolzenketten (MC-Serie) nach DIN 8168

Hollow pin conveyor chains (MC series) acc. to DIN 8168

Flexon 
ISO 
Ref.

Teilung 

Pitch

Rollen- 
abmessungen 

Roller 
dimension

Buchsen 
Ø 

Bush 
diameter 

Laschen 
höhe 

Plate 
depth 

P d1
max

d7
max

d5
max

b11 d4
max

h2
max

mm mm mm mm mm mm mm

MC28 63,0 80,0 100,0 125,0 160,0 36,0 25,0 45,0 4,5 17,0 25,0

MC56 80,0 100,0 125,0 160,0 200,0 250,0 50,0 30,0 60,0 5,0 21,0 35,0

MC112 100,0 125,0 160,0 200,0 250,0 315,0 70,0 42,0 85,0 7,0 29,0 50,0

MC224 160,0 200,0 250,0 315,0 400,0 500,0 100,0 60,0 120,0 10,0 41,0 70,0

Flexon 
ISO 
Ref.

Lichte 
Weite 

Width 
between 

inner plates

Bolzen 
Ø 

Pin 
diameter

Bolzen- 
länge

Pin 
length

Laschen- 
dicke 

Plate 
thickness

Bruchlast

Breaking 
load

b1
min

d2
max

d3
min

L 
max

Lc 
max

T
max

Q
min

*Q
min

mm mm mm mm mm mm kN/LB kN/LB

MC28 20,0 13,0 8,2 36,0 38,5 3,0 28,0/6364 40,0/9091

MC56 24,0 15,5 10,2 45,0 47,5 4,0 56,0/12727 90,0/20454

MC112 32,0 22,0 14,3 62,5 64,3 6,0 112,0/25454 180,0/40908

MC224 43,0 30,0 20,3 83,0 85,5 8,0 224,0/50909 350,0/79544
*Q - Höhere Bruchlast durch härtere Laschen
         Higher breaking load with hardened plates
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Hohlbolzenketten (FVC-Serie)

Hollow pin conveyor chains (FVC series)

Flexon 
DIN 
Ref.

Teilung 

Pitch

Rollen 
abmessungen

 
Roller 

dimension

P d1 Ø
max

d4 Ø 
max

d6 Ø 
max

d7 Ø 
max

G

mm mm mm mm mm mm mm mm mm mm mm mm

FVC63 63,0 80,0 100,0 125,0 160,0 40,0 26,0 50,0 63,0 5,0

FVC90 63,0 80,0 100,0 125,0 160,0 200,0 250,0 48,0 30,0 63,0 78,0 6,5

FVC112 100,0 125,0 160,0 200,0 250,0 55,0 32,0 72,0 90,0 7,5

FVC140 100,0 125,0 160,0 200,0 250,0 60,0 36,0 80,0 100,0 9,0

FVC180 125,0 160,0 200,0 250,0 315,0 70,0 42,0 100,0 125,0 13,0

FVC250 160,0 200,0 250,0 315,0 400,0 80,0 50,0 125,0 155,0 15,0

FVC315 160,0 200,0 250,0 315,0 400,0 90,0 60,0 140,0 175,0 18,0

Flexon 
DIN 
Ref.

Lichte 
Weite 

Width 
between 

inner plates

Bolzen 
Ø 

Pin 
diameter 

Buchsen 
Ø 

Bush 
diameter 

Bolzen- 
länge 

Pin 
Iength

Laschen- 
dicke 

Plate 
thickness 

Laschen- 
höhe 

Plate 
depth 

min. 
Bruchkraft 

Ultimate 
tensile 

strength

b1
min

d2 Ø
max

d3 Ø
min

d5 Ø
max

L 
max

Lc 
max

T
max

h2
max

Q
min

mm mm mm mm mm mm mm mm kN/LB

FVC63 22,0 12,0 8,0 18,0 45,0 50,5 4,0 30,0 46,0/10454

FVC90 25,0 14,0 10,0 20,0 53,0 56,5 5,0 35,0 73,0/16590

FVC112 30,0 16,0 11,0 22,0 62,0 63,0 6,0 40,0 90,0/20454

FVC140 35,0 18,0 12,0 26,0 67,0 68,5 6,0 45,0 110,0/25000

FVC180 45,0 20,0 14,0 30,0 86,0 88,0 8,0 50,0 145,0/32954

FVC250 55,0 26,0 18,0 36,0 97,0 103,5 8,0 60,0 215,0/48863

FVC315 65,0 30,0 20,0 42,0 117,0 121,5 10,0 70,0 295,0/67044
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Hohlbolzenketten (ZC-Serie)

Hollow pin conveyor chains (ZC series)

Flexon 

Chain 
No.

Teilung 

Pitch

Rollen- 
abmessungen 

Roller 
dimension

Buchsen 
Ø 

Bush 
diameter

Laschen 
höhe 

Plate 
depth

P d1 
max

d4
max

G d5
max

h2
max

mm mm mm mm mm mm

ZC21 38,1 50,8 63,5 76,2 25,40 11,0 18,0

ZC40 50,8 63,5 76,2 88,9 101,6 127,0 152,4 31,75 40,0 2,5 17,0 25,0

ZC60 76,2 88,9 101,6 127,0 152,4 177,8 203,2 47,50 60,0 3,5 23,0 40,0

ZC150 101,6 127,0 152,4 177,8 203,2 228,6 254,0 66,70 82,0 4,0 33,0 50,0

ZC300 152,4 177,8 203,2 254,0 304,8 88,90 114,0 8,5 38,0 60,0

Flexon 

Chain 
No.

Lichte 
Weite 

Width 
botween 

inner plates

Bolzen 
Ø 

Pin 
diameter

Bolzen-
länge 

Pin 
length

Laschen- 
dicke 

Plate 
thick- 
ness

Bruchlast 

Breaking 
load

b1
min

d2
max

d3
max

L
max

Lc
max

t/T
max

Q
min

*Q
min

mm mm mm mm mm mm kN/LB kN/LB

ZC21 12,7 9,0 6,5 26,0 27,5 2,5 21,0/4772

ZC40 15,0 14,0 10,2 36,4 37,7 4,0 40,0/9091 50,0/11362

ZC60 19,0 19,0 13,2 45,0 46,0 5,0/4,0 60,0/13636 120,0/27270

ZC150 26,0 26,9 20,2 58,0 60,5 7,0/5,0 150,0/34087 190,0/43177

ZC300 38,0 32,0 22,5 83,0 85,0 10,0/8,0 300,0/68175 380,0/86362
*Q - Höhere Bruchlast durch härtere Laschen
         Higher breaking load with hardened plates
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