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Round Belts

Round sectional shape for multiple axis power transmission.

Belt No.

ROUND 1/2 850(mm)

ROUND 1/2 1016

ROUND 1/2 1066

ROUND 1/2 3920

ROUND 1/2 4250

ROUND 1/2 4283

ROUND 1/4 930

ROUND 1/4 980

ROUND 1/4 1575

ROUND 1/4 1590

ROUND 1/4 1595

Open-ended V-Belts

Open-ended V-belts can be setting without disassembling, 
and it can be jointed using a connector very easily.

M 50(M)

M 50 GREEN Perforated 

M 50 Perforated 

A 50

A 50 B/BACK

A 50 GREEN Perforated 

A 50 Perforated 

A 50 Perforated B/BACK

B 50

B 50 GREEN Perforated 

B 50 Perforated 

B 50 Perforated B/BACK

C 50

C 50 GREEN Perforated 

C 50 Perforated 

Belt No. Grade Belt No. Grade

Belt No. List Price

ROUND 1/4 1670

ROUND 1/4 4270

ROUND 3/8 890

ROUND 3/8 950

ROUND 3/8 1320

ROUND 3/8 1330

ROUND 5/8 3860

ROUND 5/8 11280

ROUND 5/8 11450

ROUND 5/8 12450

ROUND 5/16 930

Specialty Belts 67

FHP V-Belts

Compact design and can be used on small pulleys.

12.5

8.0

40｀ｂ

3L 170(10in.) 0.025 17

3L 180 0.027 18

3L 190 0.028 19

3L 200 0.030 20

3L 210 0.031 21

3L 220 0.033 22

3L 230 0.034 23

3L 240 0.036 24

3L 250 0.037 25

3L 260 0.038 26

3L 270 0.040 27

3L 280 0.041 28

3L 290 0.043 29

3L 300 0.044 30

3L 310 0.046 31

3L 320 0.047 32

3L 330 0.049 33

3L 340 0.050 34

3L 350 0.052 35

3L 360 0.053 36

3L 370 0.055 37

3L 380 0.056 38

3L 390 0.058 39

3L 400 0.059 40

3L 410 0.061 41

3L 420 0.062 42

3L 430 0.064 43

3L 440 0.065 44

3L 450 0.067 45

3L 460 0.068 46

3L 470 0.069 47

3L 480 0.071 48

3L 490 0.073 49

3L 500 0.074 50

3L 510 0.075 51

3L 520 0.077 52

3L 530 0.078 53

3L 540 0.080 54

3L 550 0.081 55

3L 560 0.083 56

3L 570 0.084 57

3L 580 0.086 58

3L 590 0.087 59

3L 600 0.089 60

3L 610 0.090 61

3L 620 0.091 62

3L 630 0.093 63

3L 650 0.096 65

3L 660 0.098 66

3L 670 0.101 67

3L 680 0.101 68

3L 690 0.102 69

3L 700 0.104 70

3L 720 0.107 72

3L 730 0.108 73

3L 740 0.110 74

3L Section

Nominal Dimension

3L

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length
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3L 750 0.111 75

3L 800 0.118 80

3L 850 0.126 85

4L 180(10in.) 0.052 18

4L 190 0.055 19

4L 195 0.056 19.5

4L 200 0.058 20

4L 210 0.061 21

4L 220 0.064 22

4L 230 0.067 23

4L 240 0.069 24

4L 250 0.072 25

4L 260 0.075 26

4L 270 0.078 27

4L 275 0.080 27.5

4L 280 0.081 28

4L 290 0.084 29

4L 300 0.087 30

4L 305 0.088 30.5

4L 310 0.090 31

4L 320 0.093 32

4L 330 0.095 33

4L 340 0.098 34

4L 350 0.101 35

4L 360 0.104 36

4L 370 0.107 37

4L 380 0.110 38

4L 390 0.113 39

4L 400 0.116 40

4L 410 0.119 41

4L 420 0.121 42

4L 430 0.124 43

4L 440 0.127 44

4L 450 0.130 45

4L 460 0.133 46

4L 470 0.136 47

4L 480 0.139 48

4L 490 0.142 49

4L 500 0.145 50

4L 510 0.147 51

4L 520 0.150 52

4L 530 0.153 53

4L 540 0.156 54

4L 550 0.159 55

4L 560 0.162 56

4L 570 0.165 57

4L 580 0.168 58

4L 590 0.171 59

4L 600 0.174 60

4L 610 0.176 61

4L 620 0.179 62

4L 630 0.182 63

4L 640 0.185 64

4L 650 0.188 65

4L 660 0.191 66

4L 670 0.194 67

4L 680 0.197 68

4L 690 0.200 69

4L 700 0.202 70

4L 710 0.205 71

4L 720 0.208 72

4L 730 0.211 73

4L 740 0.214 74

4L 750 0.217 75

4L 760 0.220 76

4L 770 0.223 77

4L 780 0.226 78

4L 790 0.228 79

4L 800 0.231 80

4L 810 0.234 81

4L 820 0.237 82

16.5

9.5

40｀ｂ

4L Section

Nominal Dimension

4L

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length
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3L 750 0.111 75

3L 800 0.118 80

3L 850 0.126 85

4L 180(10in.) 0.052 18

4L 190 0.055 19

4L 195 0.056 19.5

4L 200 0.058 20

4L 210 0.061 21

4L 220 0.064 22

4L 230 0.067 23

4L 240 0.069 24

4L 250 0.072 25

4L 260 0.075 26

4L 270 0.078 27

4L 275 0.080 27.5

4L 280 0.081 28

4L 290 0.084 29

4L 300 0.087 30

4L 305 0.088 30.5

4L 310 0.090 31

4L 320 0.093 32

4L 330 0.095 33

4L 340 0.098 34

4L 350 0.101 35

4L 360 0.104 36

4L 370 0.107 37

4L 380 0.110 38

4L 390 0.113 39

4L 400 0.116 40

4L 410 0.119 41

4L 420 0.121 42

4L 430 0.124 43

4L 440 0.127 44

4L 450 0.130 45

4L 460 0.133 46

4L 470 0.136 47

4L 480 0.139 48

4L 490 0.142 49

4L 500 0.145 50

4L 510 0.147 51

4L 520 0.150 52

4L 530 0.153 53

4L 540 0.156 54

4L 550 0.159 55

4L 560 0.162 56

4L 570 0.165 57

4L 580 0.168 58

4L 590 0.171 59

4L 600 0.174 60

4L 610 0.176 61

4L 620 0.179 62

4L 630 0.182 63

4L 640 0.185 64

4L 650 0.188 65

4L 660 0.191 66

4L 670 0.194 67

4L 680 0.197 68

4L 690 0.200 69

4L 700 0.202 70

4L 710 0.205 71

4L 720 0.208 72

4L 730 0.211 73

4L 740 0.214 74

4L 750 0.217 75

4L 760 0.220 76

4L 770 0.223 77

4L 780 0.226 78

4L 790 0.228 79

4L 800 0.231 80

4L 810 0.234 81

4L 820 0.237 82

16.5

9.5

40｀ｂ

4L Section

Nominal Dimension

4L

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length
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4L 830 0.240 83

4L 840 0.243 84

4L 850 0.246 85

4L 860 0.249 86

4L 870 0.252 87

4L 880 0.254 88

4L 890 0.257 89

4L 900 0.260 90

4L 910 0.263 91

4L 920 0.266 92

4L 930 0.269 93

4L 940 0.272 94

4L 950 0.275 95

4L 960 0.278 96

4L 970 0.281 97

4L 980 0.283 98

4L 990 0.286 99

4L 1000 0.289 100

5L 220(10in.) 0.104 22

5L 230 0.109 23

5L 240 0.113 24

5L 250 0.118 25

5L 260 0.123 26

5L 270 0.127 27

5L 280 0.132 28

5L 290 0.137 29

5L 300 0.142 30

5L 310 0.146 31

5L 320 0.151 32

5L 330 0.156 33

5L 340 0.160 34

5L 350 0.165 35

5L 360 0.170 36

5L 370 0.175 37

5L 380 0.179 38

5L 390 0.184 39

5L 400 0.189 40

5L 410 0.194 41

5L 415 0.196 41.5

5L 420 0.198 42

5L 430 0.203 43

5L 440 0.208 44

5L 450 0.212 45

5L 460 0.217 46

5L 470 0.222 47

5L 480 0.227 48

5L 490 0.231 49

5L 500 0.236 50

5L 510 0.241 51

5L 520 0.245 52

5L 530 0.250 53

5L 540 0.255 54

5L 550 0.260 55

5L 560 0.264 56

5L 570 0.269 57

5L 580 0.274 58

5L 590 0.278 59

5L 600 0.283 60

5L 610 0.288 61

5L 620 0.293 62

5L 630 0.297 63

5L 640 0.302 64

5L 650 0.307 65

5L 660 0.312 66

5L 670 0.316 67

5L 680 0.321 68

5L 690 0.326 69

5L 695 0.328 69.5

5L 700 0.330 70

5L 710 0.335 71

5L 720 0.340 72

5L 730 0.348 73

22.0

11.0

40｀ｂ

5L Section

Nominal Dimension

5L

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length
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5L 740 0.349 74

5L 750 0.354 75

5L 760 0.359 76

5L 770 0.363 77

5L 780 0.368 78

5L 790 0.373 79

5L 800 0.377 80

5L 810 0.382 81

5L 820 0.387 82

5L 830 0.392 83

5L 840 0.396 84

5L 850 0.401 85

5L 860 0.401 86

5L 870 0.411 87

5L 880 0.415 88

5L 890 0.420 89

5L 900 0.425 90

5L 910 0.430 91

5L 920 0.434 92

5L 940 0.444 94

5L 960 0.453 96

5L 970 0.458 97

5L 980 0.463 98

5L 990 0.467 99

5L 1000 0.472 100

Variable Speed Belts

Power transmission belt for variable speed pulleys having separable parts.

1228V255 0.205 663 

1422V270 0.166 701 

1422V290 0.178 752 

1422V300 0.184 777 

1422V330 0.202 853 

1422V340 0.208 879 

1422V360 0.220 930 

1422V400 0.245 1031 

1422V420 0.257 1082 

1422V440 0.270 1133 

1422V460 0.282 1184 

1422V466 0.286 1199 

1422V470 0.288 1209 

1422V480 0.294 1234 

1422V540 0.331 1387 

1422V600 0.368 1539 

1422V660 0.405 1692 

1422V720 0.442 1844 

1422V780 0.479 1996 

1430V215 0.153 556 

1626V262 0.166 681 

1626V293 0.186 759 

1626V304 0.193 787 

1626V330 0.210 853 

1626V339 0.215 876 

1626V384 0.244 991 

1626V428 0.272 1102 

1626V440 0.279 1133 

1626V513 0.326 1318 

1626V517 0.328 1328 

1626V604 0.383 1549 

1626V700 0.444 1793 

1628V210 0.153 554 

1628V315 0.185 813 

Belt No. Wt.(Approx)kg Effective pitch length Belt No. Wt.(Approx)kg Effective pitch length

Belt No. Wt.(Approx)kg Outside Length(mm) Belt No. Wt.(Approx)kg Outside Length(mm)




