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Industrial Belts - Timing Belts

Timing belts function a synchronous driving like a gear or chain, it is so called synchronous belts.

Features

- May solve problems which can be happend by using the chain related to degrading power transmission

during high-speed operation, and the distance problem between the driving and the driven part, and

driving problem under the conditions of oil spreading.

- Prevents belt elasticity by using glass fiber for tension member.

- Excellent in resistance against heat, oil and wear.

- Guarantees high power transmission efficiency under driving conditions of high speed and severe

temperature fluctuation.
- Show stable performance on high-speed rotation.

Construction Functions Materials

@ Rear rubber Protects tension member CR, HNBR

@ Tension member Primary material for transferring power Glass Fiber

© Teeth rubber Protects tension member, maintains belt shape CR, HNBR

@ Bottom fabric Maintains belt and teeth shape Nylon

CR HNBR
Nominal Dimension
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Belt No. Wt.(Approx)kg Belt No. Wt.(Approx)kg
200MXL1800 0.84 240MXL1800 1.00
236MXL1800 0.98
Nominal Dimension
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Belt No. Wt.(Approx)kg Belt No. Wt.(Approx)kg

210XL1800 1.26 400XL1800 240
340XL1800 2.04 450XL1800 2.70
352XL1800 211 460XL.1800 276
370XL1800 2.22 480XL1800 2.88
380XL1800 2.28 490XL1800 294
390XL1800 234 630XL1800 3.76
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Nominal Dimension

L 9.5254
1.90 3.T60
oL
Belt No. Wit.(Approx)kg Belt No. Wt.(Approx)kg
210L1800 1.56 39011800 2.90
22511800 167 42011800 3.12
24011800 1.78 45011800 3.34
25511800 1.89 48011800 3.57
27011800 201 510L1800 3.79
285L1800 2.12 52501800 3.90
300L1800 223 54011800 401
315L1800 234 60011800 446
319L1800 237 66011800 490
322.5L(3221)1800 240 817.5L(817L)1800 6.07
345L1800 2.56 900L1800 6.67
367.5L(3671)1800 2.73

Nominal Dimension

— 12.70—

Belt No. Wt.(Approx)kg Belt No. Wt.(Approx)kg
230H1800 216 510H1800 4.79
240H1800 2.25 540H1800 5.07
270H1800 2.54 560H1800 526
300H1800 2.82 570H1800 535
320H1800 3.01 585H1800 549
330H1800 3.10 600H1800 5.63
340H1800 3.19 630H1800 592
350H1800 3.29 660H1800 6.20
360H1800 3.38 700H1800 6.57
370H1800 347 730H1800 6.86
375H1800 3.52 750H1800 7.04
390H1800 3.66 800H1800 7.51
400H1800 3.76 820H1800 7.70
410H1800 3.85 840H1800 7.89
420H1800 3.94 850H1800 7.98
450H1800 4.23 900H1800 845
480H1800 451 1000H1800 943
490H1800 460
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