Chain Coupings
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Type H-F Type H-H Type F-F
Straight Bore Chain Coupling Taper-lock Chain Coupling
Ratings
Straight
Max.RPM Weight(Lbs.)(1)
Copling Bore Taper-Lock
Size . .
. . : Without With
Min. Max. Bushing No. Min. Max. Cover Conar Str. TL
4012 1/2 7/8 . . : 875 5000 2.2 -
4016 5/8 15/16 TB1108 1/2 11/8 875 5000 3.8 2.7
5012 5/8 11/8 . . : 875 . 5 .
5016 5/8 111/16 . - 800 4000 5.0 -
5018 3/4 2 TB1610 1/2 111116 800 4000 6.0 6.0
6018 1 27116 . . . 675 3000 9.9 .
6020 11/8 23/4 TB2012 1/2 21/8 675 3000 12.25 12.7
8018 1178 31/8 : : - 500 2000 31.10 -
8020 11/8 39/16 TB3020 7/8 31/4 500 2000 335 31.1
10020 2 45/8 TB3535 13/16 315/16 450 1800 80.0 77.9
12018 2 411/16 . - - 400 . 110.0 -
12020 . . TB4040 1716 47116 400 1600 - 135.0
Dimensions
D E
c K(2) J3)
T-L Str ;L B Str T-L
; 3 1.41 1.13 : 0.28 - : —
4016 3.03 253 1.94 1.97 1.13 0.88 0.28 0.19 0.75 o
5012 3.00 2.88 . 1.75 1.25 ; 0.38 i ; '
5016 3.91 2.88 : 2.50 1.44 : 0.38 : - . :"
5018 4.19 2.88 2.31 2.97 1.69 1.00 0.38 0.31 1.06 '
6018 5.00 3.47 ’ 3.50 1.88 . 0.47 . . ;
6020 5.50 3.47 2.94 3.88 2.00 1.25 0.47 0.44 1.38 0.94
8018 6.66 4.59 . 4.56 2.38 . 0.59 - . .
8020 7.30 4.59 4.50 5.38 2.63 2.00 0.59 0.50 2.06 1.19
10020 9.13 6.97 7.63 6.72 3.13 3.50 0.72 0.63 2.34 1.31
12018 10.00 7.88 . 6.75 3.50 - 0.86 - . .
12020 10.94 . 8.75 7.75 o 4.00 - 0.75 3.38 1.63
*

(1) Weight of complete coupling with cover at maximum bore(5012 is without cover).
(2) Space required to loosen bushing with shortened hex key.
(3) Space required to tighten bushing with shortened hex key.




CHAIN COUPLING COVERS

Chain coupling covers are recommended for use when couplings are operating under
abrasive or moist conditions,or when coupling apeeds exceed the RPM listed in table 1
below.

Cover shoule be filled with a roller bearing grease of soft or medium consistency.

This grovides excellent lubrication and sub substantially increases coupling life.

Table 1
Chain Coupling Cover
Recommendation

Cover required when
Coupling RPM exceeds
this figure

4012 875
4016
5016

5018
6018
6020

8018
8020
10020

12020

Wi(lbs.)

1.0

1.3

2.6

4.00

5.25

6.13

Consis of (2)cover and screws;(4)seals for cover sizes 4012/
4016 thru 8012/8020;(2)seals for cover sizes 10020;and
(2)cover gaskets.



